
TILE PERFORMANCE DATA

*  Average values referred to our production and related to the matt finish of the product.
** As far as values relating to the matt finish of the product and to tests carried out by certified external laboratories whose results are avaible upon request at Headoffice, we are 

willing to check the lot you are interested in purchasing.
-  Be sure to use tiles belonging to the same caliber.
- Test results are available on request. 
- The information provided can be subject to change. Please refer to https://hardscape.landmarkceramics.com for the latest, most accurate and up-to-date information.

For further details about product in 20mm thickness and in particular for recommendations, instructions and restrictions of use and installation, 
please refer to the Frontier20 catalog or visit the website.

COLORED BODY PORCELAIN TILE - Rectified Monocaliber

Tel. 931.325.5700
Fax. 931.981.6879
www.lcusa.com

Landmark Ceramics - UST, Inc. 
1427 N. Main Street
Mount Pleasant, TN 38474

PHYSICAL PROPERTIES TEST ASTM
NORTH AMERICAN 
STANDARD A137.1*

RESULTS

Water absorption * C373 ≤ 0.5% COMPLY WITH ANSI A137.1

DCOF Average dynamic coefficient of friction ** BOT 3000 test ≥ 0.42 ≥ 0.42

Skid Resistance
DIN 51097

-
A+B+C

DIN 51130 R11

Resistance to freeze/thaw cycling * C1026 As reported RESISTANT

Warpage (edge) C485 Warpage ± 0.4% or ± 0.05 in COMPLY WITH ANSI A137.1

Warpage (diagonal) C485 Warpage ± 0.4% or ± 0.07 in COMPLY WITH ANSI A137.1

Wedging C502 ± 0.25% or ± 0.03 in COMPLY WITH ANSI A137.1

Chemical resistance C650 As reported UNAFFECTED

Breaking strength C648 250 lbf or greater 2200 lbf

Thickness C499 Range: 0.04 in COMPLY WITH ANSI A137.1

VINTAGE SLAB, SIMPLY GREY, SIGHT ANTHRACITE 
SIGHT GREY, MULTICOLOR DARK
FLAGSTONE BROWN, FLAGSTONE PINK-TAN
BLUESTONE BLUE SELECT, BLUESTONE FULLCOLOR
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